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DPH-210414-MM

PHS-130
PHS-130G
PHS-130B

PHS-320 
PHS-320G
PHS-320B
PHS-320S-7
PHS-320S-12

PHS-1380BPHS-660B

17.5~35

6.53 13.45 13.8

8.8~17.5

4,308×2,755×9,698 5,871×4,871×13,410 4,308×2,755×9,698 5,871×4,871×13,410

PHS-130 PHS-320 PHS-130G PHS-320G

2,840 6,360 2,840 6,360

7,800~32,000
9,600~38,800
9,600~39,400

7,800~32,000
9,600~38,800
9,600~39,400

3,600~13,000
4,370~15,780
4,440~16,000

3,600~13,000
4,370~15,780
4,440~16,000

40
35

55
50

40
35

55
50

0.5~1.5
3P, 220V/380V/415V/440V, 50/60Hz

41.6 kg/hr≒450kW 45.5 m3/hr≒450kW16.6 kg/hr≒233kW 18.2 m3/hr≒233kW

7.98 79.6 13.117

4,532×2,755×9,698

PHS-130B PHS-320B PHS-1380B PHS-320S-7 PHS-320S-12

2,950
6,671×4,871×13,410

6,600
8,610×8,134×21,345 5,497×4,871×13,410 5,846×4,871×13,410

25,000 6,465 6,530

3,600~13,000
4,370~15,780

7,800~32,000
9,600~38,800

9,600~39,400

30,000~138,000
37,000~138,000

7,800~32,000
9,600~38,800

9,600~39,40037,540~138,000

40
35

55
50

55
50

70
70

0.6~1.00.5~1.5 0.5~1.5
3P, 220V/380V/415V/440V, 50/60Hz

4,440~16,000

35,000~135,000
                           +10~40°C

220,000
                         +65°C

83,000~330,000
                           +10~40°C

560,000
                         +65°C

360,000~1,230,000
                           +10~35°C

+15~70°C

2,000,000
                         +52°C

40.1

PHS-660B

8,124×6,969×14,703
15,400

16,000~66,000
19,500~80,100

19,700~81,300

57
52

176,000~705,000
                           +10~40°C

1,190,000
                         +65°C

+15~45°C

2.41.2

7

6.68

A

C

B

A

C

B

17
23

A AB
A

C

25
02

C

B

A A

SB-130 / SB-200

Gun type Gun type Gun type Gun type

%

SUNCUE
SUNCUE SUNCUE

%

LPG NG LPG NG

120




